
Pump Track Specifications 

A dirt track course consisting of rollers (hills) and berms (banked turns) for the development 
of bicycling skills.  The overall course will be approximately 200’ by 150’ and will incorporate 
a large and small loops. 

The small track will include 2 berms and approximately 10 rollers and a “drop in” staging 
area. The scale of the rollers will be suitable for beginner-level riders of around 1 foot in 
height.  The staging area shall be approximately 10 x 20 feet 

The large track will include approximately 9 berms and 30 rollers and a staging area. The 
scale of these features will be suitable for intermediate and advanced riders ranging from 
around 2 to 3 feet. The staging area will be approximately 20 x 30 feet. 

Track width throughout the course shall be 4 feet. 

For both tracks, the layout and design will incorporate the existing terrain to optimize the fit 
of the tracks to the topography.  

Berms shall be constructed in accordance with pump track best practices as shown the figures 
below. 

 

Rollers shall range from 1 to 3 feet in height and be constructed in a smooth sinusoidal 
pattern as shown below. Pointed peaks or troughs in the rollers will be avoided. 

 

Soil compaction shall be to at least 95% by Standard Proctor test method. 
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The location of the track is shown in the map below.  Soil disturbance will maintain a distance 
greater than 100 feet from the central drainage ditch.  Ancillary items such as parking area, 
fencing, bike racks, signage and a pavilion are planned and shown in the design plans, but are 
not included in these specifications. 
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